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STORMWATER FACILITY OPERATION AND MAINTENANCE 1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROPER INSPECTION AND MAINTENANCE OF ALL STORMWATER THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROPER INSPECTION AND MAINTENANCE OF ALL STORMWATER FACILITIES UNTIL SUCH TIME AS THE ROADWAYS AND ASSOCIATED UTILITIES ARE ACCEPTED BY THE OWNER. 2. ALL STORMWATER FACILITIES SHOULD BE INSPECTED AFTER EVERY MAJOR RAINFALL EVENT FOR THE FIRST 3 ALL STORMWATER FACILITIES SHOULD BE INSPECTED AFTER EVERY MAJOR RAINFALL EVENT FOR THE FIRST 3 MONTHS AFTER CONSTRUCTION TO ENSURE PROPER STABILIZATION AND CONSTRUCTION.   3. THE CONTRACTOR SHALL INSPECT AND CLEAN ALL FACILITIES OF SEDIMENT AND DEBRIS PRIOR TO THE OWNER'S THE CONTRACTOR SHALL INSPECT AND CLEAN ALL FACILITIES OF SEDIMENT AND DEBRIS PRIOR TO THE OWNER'S ACCEPTANCE.  4. ACCUMULATED SILT AND SEDIMENT SHOULD BE REMOVED FROM ALL FACILITIES AT LEAST ONCE A YEAR OR MORE ACCUMULATED SILT AND SEDIMENT SHOULD BE REMOVED FROM ALL FACILITIES AT LEAST ONCE A YEAR OR MORE FREQUENTLY IF ACCUMULATED DEPTH OF SEDIMENT EXCEEDS THREE INCHES. 5. ALL REMOVED SEDIMENTS ARE TO BE PROPERLY DISPOSED AT A LOCATION TO BE APPROVED BY THE BOARD OF ALL REMOVED SEDIMENTS ARE TO BE PROPERLY DISPOSED AT A LOCATION TO BE APPROVED BY THE BOARD OF HEALTH. TRANSPORTATION AND DISPOSAL OF SEDIMENTS SHALL COMPLY WITH ALL APPLICABLE LOCAL, STATE, AND FEDERAL REGULATIONS. 6. ANY DEFICIENCIES NOTED DURING MAINTENANCE SHALL BE REPORTED TO THE OWNER AND CORRECTED IMMEDIATELY. ANY DEFICIENCIES NOTED DURING MAINTENANCE SHALL BE REPORTED TO THE OWNER AND CORRECTED IMMEDIATELY. 7. CONNECTION TO THE MUNICIPAL DRAINAGE SYSTEM REQUIRES A CLOSED CIRCUIT TELEVISION (CCTV) INSPECTION CONNECTION TO THE MUNICIPAL DRAINAGE SYSTEM REQUIRES A CLOSED CIRCUIT TELEVISION (CCTV) INSPECTION AND WITNESSED BY THE ENGINEERING DIVISION PRIOR TO APPROVAL OF THE BUILDING PERMIT.  POST-CONSTRUCTION CCTV INPECTION SHALL ALSO BE PERFORMED AND WITNESSED. 8. DEWATERING OPERATIONS SHALL BE PROVIDED, IF REQUIRED; ALL DISCHARGE SHALL PASS THROUGH SEDIMENTATION DEWATERING OPERATIONS SHALL BE PROVIDED, IF REQUIRED; ALL DISCHARGE SHALL PASS THROUGH SEDIMENTATION CONTROL DEVICES TO PREVENT IMPACTS UPON WATER BODIES, BORDERING VEGETATED WETLANDS, DRAINAGE SYSTEMS AND ABUTTING PROPERTIES. 9. THE STORMWATER MANAGEMENT SYSTEM OPERATIONS AND MAINTENANCE PLAN UPON ADOPTION BY THE APPLICANT THE STORMWATER MANAGEMENT SYSTEM OPERATIONS AND MAINTENANCE PLAN UPON ADOPTION BY THE APPLICANT AND OWNER MUST BE INCORPORATED IN THE DEEDS AND RECORDED AT THE BRISTOL REGISTRY OF DEEDS.  A BRISTOL REGISTRY OF DEEDS.  A  REGISTRY OF DEEDS.  A COPY OF THE RECORDING INSTRUMENT SHALL BE SUBMITTED TO THE ENGINEERING DIVISION.
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CONSTRUCTION NOTES: 1. THE LOCATION OF UNDERGROUND UTILITIES AND STRUCTURES ARE APPROXIMATE ONLY.  THE ENGINEER DOES NOT THE LOCATION OF UNDERGROUND UTILITIES AND STRUCTURES ARE APPROXIMATE ONLY.  THE ENGINEER DOES NOT GUARANTEE THEIR ACCURACY OR THAT ALL UTILITIES AND SUBSURFACE STRUCTURES ARE SHOWN.  THE CONTRACTOR SHALL VERIFY SIZE, LOCATION AND INVERT ELEVATIONS OF THE UTILITIES AND STRUCTURES, AS REQUIRED PRIOR TO THE START OF CONSTRUCTION.  ANY DISCREPANCIES WITH RECORD DATA SHALL BE REPORTED TO THE ENGINEER IMMEDIATELY.  THE CONTRACTOR IS CAUTIONED TO CONTACT DIG SAFE (1-888-344-7233) 72 HOURS BEFORE DIGGING. 2. ALL TRENCH EXCAVATION CONTRACTORS SHALL COMPLY WITH MASSACHUSETTS GENERAL LAWS CHAPTER 82A, ALL TRENCH EXCAVATION CONTRACTORS SHALL COMPLY WITH MASSACHUSETTS GENERAL LAWS CHAPTER 82A, TRENCH EXCAVATION SAFETY REQUIREMENTS, TO PROTECT THE GENERAL PUBLIC FROM UNAUTHORIZED ACCESS TO UNATTENDED TRENCHES.  TRENCH EXCAVATION PERMIT REQUIRED.  THIS APPLIES TO ALL TRENCHES ON PUBLIC AND PRIVATE PROPERTY. 3. ALL MATERIALS AND CONSTRUCTION PRACTICES SHALL BE IN CONFORMANCE WITH THE MOST CURRENT EDITIONS ALL MATERIALS AND CONSTRUCTION PRACTICES SHALL BE IN CONFORMANCE WITH THE MOST CURRENT EDITIONS OF THE TOWN OF FREETOWN STANDARD SPECIFICATIONS, PLANNING BOARD RULES AND REGULATIONS, THE LATEST TOWN OF FREETOWN STANDARD SPECIFICATIONS, PLANNING BOARD RULES AND REGULATIONS, THE LATEST  STANDARD SPECIFICATIONS, PLANNING BOARD RULES AND REGULATIONS, THE LATEST ANDARD SPECIFICATIONS, PLANNING BOARD RULES AND REGULATIONS, THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF PUBLIC WORKS (MDPW) CONSTRUCTION STANDARDS, AND THE MDPW STANDARD SPECIFICATIONS FOR HIGHWAYS AND BRIDGES, UNLESS OTHERWISE SPECIFIED BY LOCAL AUTHORITY OR THE ENGINEER.  ALL MATERIALS AND WORK NOT MEETING THESE SPECIFICATIONS SHALL BE IMMEDIATELY REMOVED FROM THE SITE AT THE FULL EXPENSE OF THE CONTRACTOR. 4. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO COORDINATE HIS WORK WITH THE APPROPRIATE TOWN IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO COORDINATE HIS WORK WITH THE APPROPRIATE TOWN TOWN OF FREETOWN HIGHWAY & UTILITY DEPARTMENTS.  HIGHWAY & UTILITY DEPARTMENTS. 5. THE APPLICANT WILL HAVE TO APPLY FOR A BUILDING PERMITS WITH THE DEPARTMENT OF INSPECTIONAL SERVICE THE APPLICANT WILL HAVE TO APPLY FOR A BUILDING PERMITS WITH THE DEPARTMENT OF INSPECTIONAL SERVICE PRIOR TO ANY CONSTRUCTION. 6. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE ENGINEERING DIVISION AND SCHEDULING AN THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE ENGINEERING DIVISION AND SCHEDULING AN APPOINTMENT 48 HOURS PRIOR TO THE DATE WHEN THE UTILITIES WILL BE MADE AVAILABLE FOR AN INSPECTION OF WATER SERVICES, SEWER SERVICE, AND DRAINAGE SYSTEM INSTALLATION.  THE UTILITY IN QUESTION SHALL BE FULLY EXPOSED FOR THE INSPECTOR TO VIEW; BACKFILLING SHALL ONLY TAKE PLACE WHEN THE TOWN'S INSPECTOR HAS GIVEN THEIR APPROVAL. 7. THE APPLICANT WILL HAVE TO APPLY FOR STREET OPENING, SIDEWALK CROSSING, AND UTILITIES CONNECTING THE APPLICANT WILL HAVE TO APPLY FOR STREET OPENING, SIDEWALK CROSSING, AND UTILITIES CONNECTING PERMITS WITH THE DEPARTMENT OF PUBLIC WORKS PRIOR TO ANY CONSTRUCTION. 8. CONTRACTOR SHALL MAINTAIN ALL EXISTING AND NEWLY INSTALLED UTILITIES IN GOOD WORKING ORDER AND CONTRACTOR SHALL MAINTAIN ALL EXISTING AND NEWLY INSTALLED UTILITIES IN GOOD WORKING ORDER AND SHALL PROTECT THEM FROM DAMAGE AT ALL TIMES UNTIL THE WORK IS COMPLETED AND ACCEPTED BY THE OWNER. 9. THE WATER SUPPLY SYSTEM SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE SPECIFICATIONS OF THE TOWN THE WATER SUPPLY SYSTEM SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE SPECIFICATIONS OF THE TOWN TOWN OF FREETOWN WATER DEPARTMENT.  CONNECTIONS SHALL BE MADE IN ACCORDANCE WITH APPLICABLE PERMITS  WATER DEPARTMENT.  CONNECTIONS SHALL BE MADE IN ACCORDANCE WITH APPLICABLE PERMITS (TO BE OBTAINED BY THE CONTRACTOR).  UNLESS DIRECTED OTHERWISE, ALL WATER PIPES SHALL BE INSTALLED 5' - 0" BELOW GRADE.  APPROPRIATE THRUST BLOCKING SHALL BE INSTALLED. 10. THE SANITARY SEWER SYSTEM SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE SPECIFICATIONS OF THE TOWN THE SANITARY SEWER SYSTEM SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE SPECIFICATIONS OF THE TOWN TOWN OF FREETOWN SEWER DEPARTMENT.  CONNECTIONS SHALL  BE MADE IN ACCORDANCE WITH APPLICABLE PERMITS  SEWER DEPARTMENT.  CONNECTIONS SHALL  BE MADE IN ACCORDANCE WITH APPLICABLE PERMITS (TO BE OBTAINED BY THE CONTRACTOR). 11. ELECTRIC, GAS, TELEPHONE, AND CABLE TELEVISION UTILITY CONNECTIONS AND SERVICES SHALL BE INSTALLED IN ELECTRIC, GAS, TELEPHONE, AND CABLE TELEVISION UTILITY CONNECTIONS AND SERVICES SHALL BE INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS OF THE RESPECTIVE UTILITY. 12. THE CONTRACTOR SHALL CONTACT THE LOCAL ELECTRIC COMPANY FOR CONSTRUCTION SPECIFICATIONS, THE CONTRACTOR SHALL CONTACT THE LOCAL ELECTRIC COMPANY FOR CONSTRUCTION SPECIFICATIONS, STANDARDS AND RESPONSIBILITIES. 13. ALL DRAINAGE PIPES ARE TO BE CLASS-3 REINFORCED CONCRETE PIPE. ALL DRAINAGE PIPES ARE TO BE CLASS-3 REINFORCED CONCRETE PIPE. 14. THE REMOVAL OR EVIDENCE OF EXISTING UNDERGROUND OIL OR FUEL TANKS THE TOWN OF FREETOWN FIRE THE REMOVAL OR EVIDENCE OF EXISTING UNDERGROUND OIL OR FUEL TANKS THE TOWN OF FREETOWN FIRE TOWN OF FREETOWN FIRE  FIRE DEPARTMENT AND BOARD OF HEALTH SHALL BE INFORMED AND NOTIFIED. 15. THE CONTRACTOR SHALL UTILIZE ALL MEASURES AND MATERIALS NECESSARY TO ENSURE THE SAFETY OF ALL THE CONTRACTOR SHALL UTILIZE ALL MEASURES AND MATERIALS NECESSARY TO ENSURE THE SAFETY OF ALL PERSONS AND PROPERTIES AT THE SITE DURING CONSTRUCTION.  ALL EXCAVATIONS SHALL CONFORM TO CURRENT OSHA STANDARDS. 16. DEWATERING OPERATIONS SHALL BE PROVIDED, IF REQUIRED; ALL DISCHARGE SHALL PASS THROUGH DEWATERING OPERATIONS SHALL BE PROVIDED, IF REQUIRED; ALL DISCHARGE SHALL PASS THROUGH SEDIMENTATION CONTROL DEVICES TO PREVENT IMPACTS UPON WATER BODIES, BORDERING VEGETATED WETLANDS, DRAINAGE SYSTEMS AND ABUTTING PROPERTIES. 17. IT IS THE RESPONSIBILITY OF THE CONTRACTOR(S) TO RECORD IN NOTE FORM (PREFERABLY IN A SURVEY FIELD IT IS THE RESPONSIBILITY OF THE CONTRACTOR(S) TO RECORD IN NOTE FORM (PREFERABLY IN A SURVEY FIELD NOTEBOOK) THE LOCATION OF ALL UTILITIES INSTALLED WHEN SURVEYORS ARE NOT AT JOB SITE.  THESE NOTES WILL BE UTILIZED FOR THE PREPARATION OF REQUIRED AS-BUILT PLANS. 18. THE CONTRACTOR(S) SHALL NOTIFY THE DESIGN ENGINEER AND OR SURVEYOR FOR PROPER LOCATION OF THE CONTRACTOR(S) SHALL NOTIFY THE DESIGN ENGINEER AND OR SURVEYOR FOR PROPER LOCATION OF PROPOSED UTILITIES AND IMPROVEMENTS PRIOR TO CONSTRUCTION. 19. THE CONTRACTOR MUST PRESERVE ALL GRADE STAKES SET BY SURVEYORS. THE CONTRACTOR MUST PRESERVE ALL GRADE STAKES SET BY SURVEYORS. 20. ALL TREE REMOVAL SHALL COMPLY WITH THE TOWN OF FREETOWN TREE ORDINANCE. ALL TREE REMOVAL SHALL COMPLY WITH THE TOWN OF FREETOWN TREE ORDINANCE. TOWN OF FREETOWN TREE ORDINANCE.  TREE ORDINANCE. 21. THE STORMWATER MANAGEMENT SYSTEM OPERATIONS AND MAINTENANCE PLAN UPON ADOPTION BY THE THE STORMWATER MANAGEMENT SYSTEM OPERATIONS AND MAINTENANCE PLAN UPON ADOPTION BY THE APPLICANT AND OWNER MUST BE INCORPORATED IN THE DEEDS AND RECORDED AT THE BRISTOL REGISTRY OF BRISTOL REGISTRY OF  REGISTRY OF DEEDS.  A COPY OF THE RECORDING INSTRUMENT SHALL BE SUBMITTED TO THE ENGINEERING DIVISION. 22. PRIOR TO OCCUPANCY PERMIT BEING ISSUED, AN AS-BUILT PLAN SHALL BE SUBMITTED TO THE ENGINEERING PRIOR TO OCCUPANCY PERMIT BEING ISSUED, AN AS-BUILT PLAN SHALL BE SUBMITTED TO THE ENGINEERING DIVISION IN BOTH DIGITAL FORMAT AND IN HARD COPY.  THE PLAN SHOULD SHOW ALL UTILITIES AND FINAL GRADES, ANY EASEMENTS AND FINAL GRADING. 23. ALL SITE WORK BEING COMPLETED BEFORE A CERTIFICATE OF OCCUPANCY CAN BE ISSUED. ALL SITE WORK BEING COMPLETED BEFORE A CERTIFICATE OF OCCUPANCY CAN BE ISSUED. 24. THE CONTRACTOR SHALL GIVE SEVEN (7) DAYS' NOTICE TO PERTINENT TOWN DEPARTMENTS BEFORE COMMENCING THE CONTRACTOR SHALL GIVE SEVEN (7) DAYS' NOTICE TO PERTINENT TOWN DEPARTMENTS BEFORE COMMENCING WORK IN THE FIELD.
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